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Interface Per: MIL-STD-348, IEC 61169-16 v
Cable Type: LMR500 P J
5.33 Mi
Material & Finishing: -
1. Center condutor: phosphor bronze, Gold Plating 15,5 ]
2. Insulators: PTFE 7
3. Body : Brass, Nickel Plating
4. Other Metal Parts: Brass, Nickel Plating Inner \
5. Gasket: Silicone Rubber Color Red Conductor
Electrical Data:
1. Impedance: 50 Ohms \
2. Frequency: 0~6GHz \
3. VSWR: £1.1 @ 900MHz, .
<1.15@ 1800MHz, Braid Shield  Jacket
<1.25 @ 3000MHz,
<1.5 @ 6000MHz
4. Insertion loss: <0.05dB @ 900MHz, niess othenwie specfedf — Material: | See Notes | Weight g
<0.05dB @ 1800MHz, X #0.15 Finish: See Notes | Scale 3:1 @ - —
<0.05dB @ 3000MHz, oA ls L Unit mm Page 0f Lzno3F
<0.1dB @ 6000MHz, Angle: +2° REV. V1.0 p/n 01 DWG NO. 3.04.0310
5. Proof Voltage : 2.5KVeff Drawn o Projection|-== @ [Cust P/N. TBD
6. Working voltage: 1.4KVeff Checked " Titl:
ng voras Approved ™ N PLUG CLAMPING FOR LMR500 CABLE
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